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Compressor Performance Testing Bench

TB-02(D)

Control Panel
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. Gauge: RPM

. Switch: Clockwise / Counterclockwise
. DC Charge Light

. Revolving Switch: RPM

. Gauge: DC Voltage

. Ammeter; Coil

. Gauge: Ambient Temp.

. Guage: Suction Pressure (Link to #13)

. Guage: Discharge Pressure (Link to #14)
. Guage: High Pressure (System)

. Switch: Vacuum

. Switch: Open Valve

. Gauge: Coil Amp. . Switch: Recovery
. Coil Power Switch . Switch: Vent Damper

. Fuse . Switch: Condensor Fan (Auto /Off /On )
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10. Dc +

11. DC-

12. Refrigerant service Port
13. Suction Port

14. Discharge Port

15. Cabin Temp.

. Switch: Blower Speed

. Ventilation Hole

. Switch: DC Main Power

. Switch: On (AC Power)

. Switch: Stop (Main & Emergency)
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Compressor Performance Testing Bench TB-02(D)

Vacuum

. Set the compressor on the fixture.

. Connect the pipes (#13 & #14) to compressor manifold.

. Turn on AC & DC switches (#29 & #27)

. Turn on vacuum switch (#20)

. While Suction (#17) & Discharge (#18) gauge under "0", turn off "Vacuum" switch (#20)

. "Vacuum" finished.
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Compressor Performance Testing Bench TB-02(D)

Start the Test
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1. Connecting the power of compressor coil (#10 & #11). The machine body is DC(-).
2. Turn on the coil power (#8).
3. Turn on "open valve" switch(#21).The compressor hook up with system.
4. Select the direction of motor (#2)(clockwise or counterclockwise).
5.Set up the RPM (#4).
***The DC charging light (#3) will off while the motor is running.
This indicates DC is charging. Vices versa.***
6.Turn the blower switch (#25) on speed one. (This makes the air circulates in the evaporator cabin.
7. Close the damper (#23) to make the evaporator cabin temp. decline faster.
8. Choose the condenser fan mode(#24)
@ Auto(up): Condenser fan will operate while discharge pressure reach 17 kg/cmz.
® Off(middle):off

® ON(down):Condenser fan operates.
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Compressor Performance Testing Bench

Recovery
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1. Turn off the motor(#2).
2.Switch off the coil power(#8).
3.Turn off "Open Valve" switch(#21).

4.Turn on "Recovery" switch(#22).

5.While Suction (#17) & Discharge (#18) gauge under "0", turn off "Recovery" switch (#22).

***Now you can disconnect the suction & discharge pipes, and test the next compressor.***

DISTRIBUTED BY ARUFA AIR CONDITIONERS http://www.arufa.com.tw

4




address : NO.33, Ln. 77, Xing ai Rd., Neihu Dist.,
Taipei City, Taiwan Zip 11494

tel : 886-2-8792-4095

fax : 886-2-8792-2487

web site : www.arufa.com.tw

e-mail : info@yiitean.com.tw

COPYRIGHT © 2015 YII TEAN ALL RIGHTS RESERVED





