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RA-68

ARUFA

The advantages of the RA-68 include:

 
Characteristic 

IItteemm UUnniitt Typical value Limit Test method 

 

RA-68 is a Polyalkylene Glycol (PAG) based lubricant. RA-68 is designedespecially for the 
HFC refrigerants such as R-134a. The highly miscible characteristic of RA-68 makes superior 
heat transfer in the low temperature evaporator zone. RA-68 is formulated for mobile air 
conditioning compressors. High viscosity indexes maintain viscosity in hot compressor and 
demonstrate excellent low temperature flow properties.

Product description

- Excellent miscibility in the refrigerant (R134a)
- Long bearing life and high compressor efficiency
- Good compatibility with elastomers
- High viscosity index
- Excellent lubricity
- Good thermal and oxidative stability
- Good corrosion and rust resistance
- Clean operation; no varnish/sludge buildup

AAcciidd  VVaalluuee mg KOH/g 00..0022 0.1 max ASTM-D974 
WWaatteerr  CCoonntteenntt % 0.01 0.03 max ASTM-E203 
CCoolloorr APHA 2200 100 max ASTM-D1209 
KKiinneemmaattiicc  VViissccoossiittyy cst＠40℃ 68 62-74 ASTM-D445 
KKiinneemmaattiicc  VViissccoossiittyy cst＠100℃ 14 13-16 ASTM-D445 
Viscosity Index  213  ASTM-D2270 
FFllaasshh  ppooiinntt  CC..OO..CC ℃ 232 220 min ASTM-D92 
PPoouurr  ppooiinntt ℃ -49 -40 max ASTM-D97 
RR113344aa  MMiisscciibbiilliittyy  
SSeeppaarraattiioonn  TTeemmpp    
@@    22%%  lluubbee  bbyy  wwtt  
@@  1100%%  lluubbee  bbyy  wwtt  
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RA-68

RA-68系列冷凍油是一聚醚基礎油之汽車空調壓縮機潤滑油。它是專為環保HFC冷媒設計的配方 
(如R-134a)，與製冷劑有良好的兼容性，使用溫度範圍寬廣及擁有較佳之熱傳效果。極高的黏
度指數特性保證壓縮機在高低溫下高效運轉，及在所有正常的冷凍及空調操作情況之下延長機
器壽命。

- 與R134a冷媒有良好的相溶性
- 高壓縮機能效
- 與橡膠彈性件有良好的兼容性
- 高粘度指數
- 優越的潤滑性
- 優越的熱穩定性及氧化穩定性
- 良好的防腐蝕及抗銹性能
- 清潔乾淨的操作，在使用壽命內不會產生油泥或油渣

產品說明

基本物性

RA-68系列冷凍油的優秀性能包括:

酸價 

水分 

色相 

動黏度

動黏度 

黏度指數

閃火點 C.O.C

流動點 

與R134a製冷劑的分離溫度

在2%潤滑油重量比

在10%潤滑油重量比

在20%潤滑油重量比

Item Unit Typical value Limit Test method

ARUFA

mg KOH/g

%
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